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CONDUIT PLUG AND RISER CAP

(PLASTIC)

CONDUIT PLUG

10-15-73

HOLE FOR PULL ROPE

TAPERED SIDES

THIS PLASTIC CONDUIT PLUG IS FLEXIBLE AND WILL FIT TYPES EB AND DB CONDUIT
AND COUPLINGS.

PLUGS ARE AVAILABLE IN 2", 3", 8" AND 5" SIZES.

A PULL ROPE TIE-RING IS LOCATED ON THE BOTTOM OF THE PLUG.
SECURELY TO PLUG THROUGH THE HOLE.

TIE PULL ROPE

PLUG WILL SNAP TIGHTLY INTO PLACE WITHOUT THE USE OF CEMENT AND IN MOST CASES
WILL PROVIDE A WATERTIGHT SEAL.

SEE UGS-112 FOR APPLICATION.

THIS PLASTIC RISER CAP IS AVAILABLE IN 3", 4" AND 5" SIZES.

A PLASTIC STRAP IS WELDED TO THE INSIDE OF THE CAP,

SECURELY TO CAP THROUGH THE STRAP,

SIZE 2" 3" 4" 5"
STOCK . - .
NUMBER 2-1821 2-1824 2-1825%

RISER CAP

STRAP FOR PULL ROPE

TIE PULL ROPE

CEMENT CAP TO SCHEDULE 80 ABS RISER BENDS STUBBED AT RISER POLE TO
PROVIDE A TAMPER PROOF AND A WATERTIGHT SEAL.

SEE UGS-!15, UGS-115.1 AND UGS-116 FOR APPLICATION.

SIZE 3" 4" 5"
STOCK
NUMBER
NEW STANDARD

UGS-142



